
FAR28x7 Radar Dimensional Drawings
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Processor Unit RPU-013 10 kg  22 lb

4 ft Open Antenna 33 kg 73 lb

10 ft S-band Antenna 135 kg  297.6 lb
12 ft S-band Antenna 142 kg  313.1 lb

Full-keyboard
Control Unit RCU-014 3.7 kg  8.2 lb

FAR21x7/21x7BB/28x7/28x7BB

Trackball
Control Unit RCU-015 2.4 kg  5.3 lb

Remote
Control Unit RCU-016 2.4 kg  5.3 lb

6.5 ft Open Antenna 39 kg  86 lb
8 ft Open Antenna 42 kg  92.6 lb
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23.1" MULTI-COLOR LCD RADAR

FAR2817 FAR2827  FAR2837S

ANTENNA
Type Slotted waveguide array
Length 4 (XN-12AF), 6.5 (XN-20AF) or 8 (XN-24AF) ft 10 (SN-30AF) or 12 (SN-36AF) ft
Beamwidth Horizontal 1.9˚(XN-12AF), 1.23˚(XN-20AF) or 0.95˚ (XN-24AF) 2.3˚(SN-30AF) or 1.8˚(SN-36AF) 

Vertical 20˚ 25˚
Rotation speed 24 or 42 rpm 21/26 rpm or 45 rpm
RF TRANSCEIVER 
Frequency  9410±30 MHz (X-band) 3050±30 MHz (S-band)

Pulselength & PRR 0.125, 0.25 nm: 0.07µs/3000 Hz
0.5 nm:              0.07, 0.15µs/3000 Hz
0.75, 1.5 nm:     0.07, 0.15, 0.3µs/3000, 1500 Hz
3 nm:                 0.15, 0.3, 0.5, 0.7µs/3000, 1500, 1000 Hz
6 nm:                 0.3, 0.5, 0.7, 1.2µs/1500, 1000, 600 Hz
12, 24 nm:         0.5, 0.7, 1.2µs/1000, 600 Hz
48, 96 nm:         1.2µs/600 Hz

Output power 12 kW 25 kW 30 kW
IF amplifier IF 60 MHz

BW 40 MHz (Short pulse)  10 MHz (Middle pulse)  3 MHz (Long Pulse)

DISPLAY
Display unit 23.1" color LCD 
Effective display area 470 (W) x 353 (H) mm  
Pixel number 1280 x 1024 
Accuracy Range 1% of the maximum range of the scale in use or 30 m, whichever is the greater

Bearing ±1˚  
Range and range Range 0.125, 0.25, 0.5, 0.75,    1,    1.5,   2,   3, 4, 6, 8, 12, 16, 24, 32, 48, 72, 96, 120
ring interval Ring 0.025,   0.05,  0.1, 0.25, 0.25, 0.25, 0.5, 0.5, 1, 1, 2,  2,    4,   4,   8,   8, 12, 16,  20
Echo trail interval: 15, 30 s, 1, 3, 6, 15, 30 m or continuous
ARPA target tracking Up to 100
AIS target tracking Up to 1000 (Data input from AIS is required)

Interface
(IEC61162, NMEA0183)

Input BWC, BWR, DBS, DBT, DPT, DTM, GGA, GLL, HDT, MTW, MWV, RMA, RMB,
RMC, RTE VBW, VDR, VHW, VTG, VWR, VWT, WPL, ZDA

Output AAM, TLL, TTM, RSD, ESP
ENVIRONMENT
Temperature Display unit -15˚C to +55˚C

Processor unit -15˚C to +55˚C
Antenna unit -25˚C to +55˚C

Waterproofing Display unit IPX0
Processor unit IPX0
Antenna unit IPX6

POWER SUPPLY
Display unit 24 VDC, 3.2 A or 100-230 VAC, 0.9 A (100V)

Processor unit 24VDC:          7.6 A*1 /8.5 A*2

100-115 VAC: 2.6 A*1 /3.0 A*2

220-230 VAC: 1.6 A*1 /1.7 A*2

*1 : 24 rpm, *2: 42 rpm

24 VDC:          8.8 A*1 /9.7 A*2

100-115 VAC: 3.0 A*1 /3.4 A*2

220-230 VAC: 1.8 A*1 /1.9 A*2

*1 : 24 rpm, *2: 42 rpm

100-115 VAC: 3.0A
220-230 VAC: 1.5A

Antenna unit 200/220 VAC: 3.0A
380/440 VAC: 1.5A
220 VAC:        3.5A (for HSC)
440 VAC:        1.7A (for HSC)

Display Unit MU-231CR (Panel Mount) 16.6 kg  36.6 lb
FAR-28x7 Series
Display Unit MU-231CR (Bracket Mount) 23.5 kg  51.8 lb
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